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Testing instrument 

EXAMO USB

 • Handy, robust and reliable

 • Testing of elongation, peak force, tear force,  test speed  

 and position

 • Construction-site approved

Testing a weld seam with the EXAMO USB.

The memory stick ensures a verifiable evaluation of the welding 

results with the EXAMO USB.

EXAMO USB: The inspector.

Is the welding seam sealed and can it withstand the 

specified peel,  tensile and shear forces? EXAMO per-

forms tests at the construction site – quick, reliable and 

uncomplicated.

Accessory EXAMO USB

Testing and calibration kit 

 

To test and calibrate your EXAMO USB

USB memory stick

Technical Data

Type 300F 600F

Voltage V~ 230 230

Power W 200 200

Tensile load N 4000 4000

Jaw spacing mm 5 – 300 5 – 600

Range mm 300 600

Test speed mm/min 10 – 300 10 – 300

Sample thickness mm max. 7 max. 7

Sample width mm
max. 40

(60 optional)

max. 40

(60 optional)

Size  (L × W × H) mm
750 × 270 × 190

(storage case)

1050 × 270 × 190 

(storage case)

Weight kg 14 17.5

Conformity mark 

Approval mark 

Protection class I

Article No.: 
139.059 EXAMO 300F USB, 230 V / 200 W, incl. USB memory stick, Euro plug

139.060 EXAMO 600F USB, 230 V / 200 W, incl. USB memory stick, Euro plug


